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ELECTRIC PNEUMATIC TIRE FORKLIFTS
2000-7000 Lb. CapacitySince our inception, Maximal North America has focused on providing solutions to our customers 

needs, providing high quality, reliable products. MAXIMAL value added lift trucks have earned a  
reputation for being tough, reliable and agile to handle more product with less operator effort in virtually  
every application. Our motto is “professional, precision creates excellence.”

The M series is a world class design featuring advanced technologies and superior componentry 
as produced by competitive vendors the world over. M series 4 wheel pneumatic electric trucks are  
available in 2000-7000 LBS capacity.

2000-5000 LB trucks with 100% AC system feature ZAPI controller and 48 volt high performance •	
battery for better performance and extended run time between charges.
6000-7000 LB trucks are equipped with 80 volt electrical system producing high torque and draw-•	
bar pull.
Both 48 volt and 80 volt systems provide comparable internal combustion truck performance while •	
reducing noise and eliminating odor or harmful emissions in the work place. 
The	ZAPI	controller	can	be	programmed	for	ultimate	performance	and	efficiency	for	specific	ap-•	
plications.
AC drive & pump motors eliminate costly brush replacement and motor repair reducing mainte-•	
nance and down time.
The regenerative braking feature returns energy to the battery extending run time and reduces •	
brake pedal effort extending service brake life.
Heavy I beam and C channel mast rails are positioned to allow a clear view through the mast to the •	
load and fork tips.
The spacious operator’s compartment features ergonomic & convenient hydraulic controls, lighted •	
instrument panel and suspension seat with operator’s restraint system.
Small diameter steering wheel can be adjusted for added operator comfort and productivity.•	
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Color 
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CHARACTERISTICS
lb kg 2000 1000 3000 1500 3500 1600 4000 2000 5000 / 2500 2500 6000 3000 7000 3500
in mm 24 600 24 600 24 600 24 600 24 600 24 600 24 600

Power
Tire Type
Wheels (x = driven)

DIMENSIONS
in mm 130 3300 130 3300 130 3300 130 3300 130 3300 130 3300 130 3300
in mm 4.7 135 4.7 135 4.7 135 4.7 135 4.7 135 5.7 / 165 165 / 5.7 5.7 165

Forks in mm 1.4-4-42 35-100-1070 1.4-4-42 35-100-1070 1.4-4-42 35-100-1070 1.75-4-42 45-100-1070 1.75-5-42 45-125-1070 1.75-5-42 45-125-1070 2/5/42 55-125-1070
Fork Spacing in mm 9.4 / 39.4 200 / 930 9.4 / 39.4 200 / 930 9.4 / 39.4 200 / 930 9.6 / 43 244 / 1060 9.6 / 43 244 / 1060 10.2 / 43 250 / 11 10.2 / 43 250 / 11
Tilt

in mm 84.3 2140 85 2159 86 2184 91.3 2375 92.1 2395 99.4 2580 103.9 2640
standard in mm 42.5 1065 42.5 1065 42.5 1065 45.3 1150 45.3 1150 48.2 1230 48.2 1230
w/ wide stance drive wheels in mm N/A N/A N/A N/A N/A N/A N/A
with lowered mast in mm 83 2108 83 2108 83 2108 83 2108 83 2108 83 2108 83 2108
seat height to SIP in mm 1080 43 1080 43 1080 43.3 1100 43.3 1100 43.3 1100 43.3 1100
to top of overhead guard in mm 83.9 2120 83.9 2120 83.9 2120 83.1 2110 83.1 2120 83.1 210 83.1 2120
with extended mast in mm 3984 157 3984 157 3984 155 3940 155.1 3940 162 4117 162 4112

in mm 76.8 1950 78 1980 78.8 2002 79.9 2029 81.1 2060 88.6 2200 90.1 2289
in mm
in mm 140 3556 140 3556 153.9 3910 153.9 3910 153.9 3910 160.2 4070 162.1 4117

PERFORMANCE
loaded mph km/h 11 8.7 11 8.7 11 8.7 11 8.7 11 8.7 11 8.7 11 8.7
empty mph km/h 12 9.3 12 9.3 12 9.3 12 9.3 12 9.3 12 9.3 12 9.3
loaded fpm m/s 55.1 290 55.1 290 55.1 290 55.1 290 53.1 290 55.1 250 55.1 250
empty fpm m/s 74.8 N/A 86.6 N/A 86.6 N/A 94.5 N/A 86.6 N/A 94.5 N/A 86.6 N/A
loaded fpm m/s N/A N/A N/A N/A N/A N/A N/A
empty fpm m/s N/A N/A N/A N/A N/A N/A N/A
loaded 15 15 15 15 15 14 14
empty 15 15 15 15 15 14 14

WEIGHT
Empty lb kg 6372 2890 6725 3050 7106 3230 9041 4100 9482 4300 11356 5060 11836 5380

front lb kg 7921 3600.5 9300 4227.5 10513 4778.5 12749 5795 14212 6460 16846 7657 18559 8436
rear lb kg 417 189.5 490 222.5 553 251.5 671 305 748 340 887 403 977 444
front lb kg 2762 1255.5 2921 1327.5 3198 1453.5 4059 1845 4257 1935 5009 2277 5326 2421
rear lb kg 3376 1534.5 3570 1622.5 3908 1776.5 4961 2255 5203 2365 6123 2783 6510 2959

CHASSIS
6.50-10-10pr
5.00-8-8pr

in mm 54.3 1380 54.3 1380 54.3 1380 59.1 1501 59.1 1501 59.1 1501 59.1 1501
in mm 35 / 36.2 890 / 920 35 / 36.2 890 / 920 35 / 36.2 890 / 920 38.2 / 37.4 960 / 950 38.2 / 37.4 960 / 950 39.4 / 38.2 1000 / 980 39.4 / 38.2 1000 / 980
in mm 35 / 36.2 890 / 920 35 / 36.2 890 / 920 35 / 36.2 890 / 920 38.2 / 37.4 960 / 950 38.2 / 37.4 960 / 950 39.4 / 38.2 1000 / 980 39.4 / 38.2 1000 / 980
in mm 5.1 130 5.1 130 5.1 130 4.7 119 4.7 119 5.1 130 5.1 130
in mm 4.3 110 4.3 110 4.3 110 4.7 120 4.7 120 5.1 130 5.1 130

Hyd/drum shoe
Mech drum/shoe

POWERTRAIN
Lead acid

Ah kWh 48 / 400
lb kg 1012 460 1012 460 1012 460 1760 800 1760 800 2244 1020 2244 1020

HP kW 10 7.5 10 7.5 10 7.5 11 8.2 11 8.2 16 12 16 12
HP kW 12.3 9.2 12.3 9.2 12.3 9.2 11 8.2 11 8.2 16 16 12

ZAPI AC
ZAPI AC

Reilief pressure psi bar 2000 + -50

ZAPI AC
ZAPI AC

2200 + - 50

ZAPI AC
ZAPI AC

2200 + - 50

ZAPI AC
ZAPI AC

2200 + - 50

ZAPI AC
ZAPI AC

2200 + - 50

ZAPI AC
ZAPI AC

2000 + - 50

ZAPI AC
ZAPI AC

2200 + - 50

48 / 500 48 / 500 48 / 600 48 / 600 80 / 500 80 / 600
Lead acid Lead acid Lead acid Lead acid Lead acid Lead acid

Hyd drum/shoe
Mech drum/shoe

Hyd drum/shoe
Mech drum/shoe

Hyd drum/shoe
Mech drum/shoe

Hyd drum/shoe
Mech drum/shoe

Hyd drum/shoe
Mech drum/shoe

Hyd drum/shoe
Mech drum/shoe

7.00-12-12pr
18-7-8-8pr

7.00-12-12pr
18-7-8-8pr

28-8-15-14pr
18-7-8-14pr

type

6-12

for attachments at auxiliary

deg

%

type

Motors
traction output (60 min. rating) x 2
lift output (15% rating)

Brakes
service
parking

Controls
drive
hydraulic

FB20-MQJZ2 FB25-MQJZ2

Battery
type
maximum capacity at 6 hr. discharge rate
weight, minimum

type

Wheel base

Tread width
front std pneumatic tires
rear std pneumatic tires

Ground clearance
at lowest point at mast
at center of wheelbase

FB20-MQJZ2 FB25-MQJZ2
in

FB10-QJZ2 FB15-MQJZ2 FB18-MQJZ2

type

in
6.50-10-10pr
5.00-8-8pr

Tire Size
front std pneumatic tires
rear std pneumatic tires

FB18-MQJZ2

FB10-QJZ2 FB15-MQJZ2 FB18-MQJZ2
6.50-10-12pr
5.00-8-8pr

FB20-MQJZ2 FB25-MQJZ2
w/ minimum battery weight

w / rated load

without load
Axle load

travel speed

lift speed

lowering speed

maximum gradability

FB10-QJZ2 FB15-MQJZ2

%

Speeds

Gradeability

Minimum aisle - 90o stack - must add load length and clearance

FB10-QJZ2 FB15-MQJZ2 FB18-MQJZ2 FB20-MQJZ2 FB25-MQJZ2

width

height

Minimum outside turning radius
Load moment constant

Overall dimensions

Capacity

Lift with standard two stage mast (2T)

FB15-MQJZ2

ELECTRIC ELECTRIC

at rated load center
at load center - distance

maximum fork height
free fork height

FB10-QJZ2

forward / backward
length to fork face

FB18-MQJZ2 FB25-MQJZ2FB20-MQJZ2

thickness x length x width
out-to out minimum / maximum

PNEUMATIC PNEUMATIC

FB20-MQJZ2

diesel, gasoline, LP gas, electric
cushio, solid pneumatic
number front / rear

ELECTRIC

FB10-QJZ2

PNEUMATIC
2-2

FB25-MQJZ2

ELECTRIC ELECTRIC
PNEUMATIC PNEUMATIC

6-12 6-12 6-12 6-12

2-2 2-2 2-2 2-2

FB15-MQJZ2 FB18-MQJZ2

FB30-MQJX2

ELECTRIC
PNEUMATIC

2-2

FB30-MQJX2

6-12

FB35-MQJZ2

ELECTRIC
PNEUMATIC

2-2

FB35-MQJZ2

6-12

FB35-MQJZ2

FB35-MQJZ2

FB35-MQJZ2

FB35-MQJZ2

FB30-MQJX2

FB30-MQJX2

FB30-MQJX2

FB30-MQJX2

28-8-15-14pr
18-7-8-14pr


